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Installation Instructions
Models Phecda LR1.5 ; Phecda LR2; Phecda LR 2.5

IMPORTANT SAFETY INSTRUCTIONS

Read carefully all instructions before installing the fixture. Retain these instructions for future reference.
The fixtures must be wired following the National Electrical Code and all applicable local codes. Proper grounding is required for safety.

CAUTION!
THIS PRODUCT MUST BE INSTALLED FOLLOWING THE APPLICABLE INSTALLATION CODE BY A LICENSED ELECTRICIAN.

WARRANTY

Consult website for detail: www.vyvydlighting.ca/warranty

IMPORTANT

1. Ensure that the structure for mounting the luminaire and the customer supplied mounting anchors can support the
weight of the luminaire.

2. Make sure that one end of the live feed cable and the dimming control cable are joined to the building’s supply and
control cables in a junction box, and that the other end of each cable is sealed and routed to under the ceiling.

COMPONENTS

Fixture x 1

Cables x 2

Junction box (Not included)
Brackets x 2

Bracket screws x 4

Live feed canopy x1
Cable barrels support x 2
Cable barrel x 2

Cable glider x 2

10.  Fixture clips x 2

11.  Glider nuts

12.  Support cable canopy
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SECTION?1:
SUSPENSION CONNECTIONS

Refer to Fig. 1

Step1 - Ensure that junction box(3) is structurally capable of supporting the fixture.

Step2 - Secure brackets(4) to the junction box(3) with screws(5).

Step3 - Secure cable barrels supports(7) to canopies(6).

Step4 - Insert cables(2) through the cable barrels(8).

Step5 - Route cable through the cable glider(9).

Step6 - Insert cable glider(9) into fixture clips(10) and secure with glider nuts(11).

Step7 - Attach fixture clips(10) to fixture(1).

Step8 - Adjust cable glider(9) to lift fixture to a desired mounting height.

Step9 - Route the electrical leads out into customer supplied juntion box and make
ELECTRICAL CONNECTIONS per SECTION2.

FOR SD2 ONLY
Adjust the toggle switch to the desired colour temperature.
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SECTION 2:
ELECTRICAL CONNECTIONS

Refer to Fig. 13
Step 1: For 120/277V Supply
a. Connect the black luminaire lead to the supply lead.
b. Connect the white luminaire lead to the neutral supply lead.
c. Connect the green or green/yellow ground lead to the green supply lead.
Step 2: For 0-10V Dimming
If 0-10V dimming is an option; connect the the purple wire to the purple (+) lead pink wire to the
pink (-) lead. If dimming is not being used, ensure to cap off both the pink and purple wires.

LINE-PINK

Live Feed Cable




VYVYD

X LIGHTING
Francais

[ | I | | | |
Instructions d'installation
Modeéles Phecda LR1.5; Phecda LR2; Phecda LR2.5
INSTRUCTIONS IMPORTANTES EN MATIERE DE SECURITE

Lisez attentivement toutes les instructions avant d'installer I'appareil. Conservez ces instructions pour vous y référer ultérieurement. Les
appareils doivent étre cablés conformément au Code national de I'électricité et a tous les codes locaux applicables. Une mise a la terre
correcte est nécessaire pour la sécurité.

ATTENTION!
CE PRODUIT DOIT ETRE INSTALLE CONFORMEMENT AU CODE D'INSTALLATION EN VIGUEUR PAR UN ELECTRICIEN AGREE.

GARANTIE

Consultez le site web pour plus de détails : www.vyvydlighting.ca/warranty.

IMPORTANT
1. Assurez-vous que la structure de montage du luminaire et les ancrages de montage fournis par le client peuvent
supporter le poids du luminaire.
2. Assurez-vous qu'une extrémité du cable d'alimentation et du cable de commande de gradation est reliée aux cébles d'alimentation et

de commande du batiment dans une boite de jonction, et que l'autre extrémité de chaque cable est scellée et acheminée sous le plafond.

COMPOSANTS

Fixation x 1

Cables x2

Boite de jonction (non incluse)
Supports x 2

Vis de support x 4

Auvent d'alimentation en direct x1
Support de cébles x 2

Baril de céble x2

Glisseur de céable x 2

10. Clips de fixation x 2

11.  Ecrous de glissiére

12. Cable de support de I'auvent
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SECTION?1:
RACCORDS DE SUSPENSION

Se référer a la Fig. 1

Etape 1 - Assurez-vous que la boite de jonction (3) est structurellement capable de
supporter 'appareil.

Etape 2 - Fixez les supports (4) a la boite de jonction (3) & I'aide des vis (5).

Etape 3 - Fixer les supports de barils de cables (7) aux auvents (6).

Etape 4 - Insérer les cables (2) dans les barils de cables (8).

Etape 5 - Acheminer le cable a travers la glissiére de cable (9).

Etape 6 - Insérer la glissiére de cable (9) dans les clips de fixation (10) et la fixer avec les
ecrous de glissiere (11).

Etape 7 - Fixer les clips de fixation (10) & la fixation (1).

Etape 8 - Ajustez la glissiére du cable (9) pour soulever le projecteur a la hauteur de
montage désirée.

Etape 9 - Acheminez les fils électriques vers la boite de jonction fournie par le client et
effectuez les connexions électriques conformément a la section 2.

POUR LE SD2 UNIQUEMENT
Réglez le commutateur a bascule sur la température de couleur souhaitée.
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SECTION 2: ,
RACCORDEMENTS ELECTRIQUES

Se référer a la figure. 5
ETAPE 1 : Pour une alimentation de 120/277 V.
a.Connecter le luminaire noir au fil d'alimentation.
b.Connecter le luminaire blanc au fil d'alimentation neutre.
c.Connecter le fil de terre vert ou vert/jaune au fil d'alimentation vert.
ETAPE 2 : Pour la gradation 0-10V.
Si la gradation 0-10 V est une option ; connectez le fil violet au fil violet (+) et le fil rose au fil rose (-).
Si la gradation n’est pas utilisée, assurez-vous de fermer les fils rose et violet.

LINE-PINK

Live Feed Cable




